
I d e n t i f y W i d e l y

JK Series

Wide and Zoom & PanTilt Hands-free Color Video Intercom



Innovative Wide View of
Approx.

With conventional series

With conventional series
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Aiphone’s newly developed fish-eye lens adjusts to encompass a broad view!

JK Series

Change the Field of Vision for Ad ded Security.
The advanced camera and monitor of the JK series expand your field of vision.

Enjoy a wide angle view with clear image quality.

With distortion adjustmentWithout distortion adjustment
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Panoramic Wide Angle View

Aiphone’s
New Development!

With the wide angle view, the JK series catches 
a person in a wheelchair, even someone 
who tries to hide from the camera, etc.

About twice as wide as 
our conventional series!



2 Types of Inside Station
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Before adjustment After adjustment

Before adjustment After adjustment
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You can change the initial setting to all 
zoom or wide. 

Backlight & Night 
Sensitivity Adjustment

Recording & Playing
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Zoom & PanTilt
Zoom

PanTilt

Manual RecordingAutomatic Recording

Playing

The play LED flashes 
when there are auto-
recorded pictures.  Press 
the PLAY button to play.

Record picture as you 
need.  The recording 
starts when you press the 
REC button while 
monitoring or talking to a 
visitor. 

All Zoom

All Wide

Setting up is easy for anyone.  Just follow 
the menu displayed on the monitor.

Quick & Easy set up

Day time with strong backlight

Night time with low light

JK Series

JK-1MED

JK-1MED only

JK-1MD
Master station w/Wide and Zoom & PanTilt color monitor

Master station w/Wide and  Zoom & PanTilt color monitor
& built-in picture memory. ��� �� ��	��� �
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   Preset the best camera angle!

   Shutter speed control function

Only 27mm

Only 27mm

Picture
memory

Standard Without
picture memory

JK-1MD
&

JK-1MED

JK-1MD
&

JK-1MED

Choose from English, French, Dutch, 
Spanish, and Italian.

Select from five different 
display languages

Records 6 shots per picture (3 shots at the Zoom mode, and 3 at Wide with the 
initial setting).  Up to 40 pictures can be recorded, and 10 can be protected from 
automatic overwriting. 
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3 shots at the Zoom mode 3 shots at the Wide mode

WIDE MODE ZOOM MODE

Switchable

Clear

Clear



UNIT DIMENSIONS (mm) SPECIFICATIONS

WIRING & CABLE

CAMERA POSITION & IMAGE VIEW AREA

JK-DA, JK-DV, JK-DVF

150cm
approx. 95cm

approx. 200cm

approx. 105cm

130cm 50cm
approx. 75cm

approx. 180cm

approx. 105cm

approx. 170˚

(WIDE)(WIDE)

(ZOOM)

(ZOOM & PanTilt)
Mounting height 150cm

Up Center Down

Up Center Down

Left Center Right

Mounting height 150cm

Mounting height 130cm Mounting height 130cm

approx. 105cm

approx. 70cm

approx. 90cm

50cm50cm

approx. 85cm

150cm

approx. 225cm

approx. 140cm

approx. 205cm

approx. 120cm

50cm

approx. 70cm

150cm

approx. 185cm

approx. 115cm

approx. 165cm

approx. 95cm

50cm

approx. 85cm
150cm

approx. 160cm

approx. 75cm

approx. 140cm

approx. 55cm

50cm

approx. 90cm approx. 130cm
approx. 10cm

50cm

approx. 130cm
approx. 10cm

50cm

50cm
130cm

50cm
130cm

50cm
130cm
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Power source
Power supply
Consumption

Calling
Communication

Video monitor 
Scanning line
Video output
Night viewing

Door release
Option output
Wiring

Wiring distance

: 18V DC
: PS-1820S, PS-1820UL, PS-1820, PS-1810DIN
: Max. 400mA ( JK-1MED, JK-1MD). Max. 200mA ( JK-1HD).
  Max. 120mA ( JK-1SD)
  Max. 95mA ( JKW-BA)
: Chime. Image & audio, approx. 45 sec.
: Approx. 1 min.
  AUTOMATIC (Hands-free); To activate, momentarily 
  press TALK button.
  MANUAL (Press-to-talk/Release-to-listen); To activate, 
  press TALK button for 1 sec. or more.
: 3.5 inch direct-view TFT color LCD.
: 525 lines
: NTSC, 1Vp-p/75
: Up to 50cm from camera (5 Lux), with white LED projected,
  background beyond 50cm cannot be seen.
: 24V AC/DC, 500mA (N/O dry closure contact)
: 24V AC/DC, 1.6A (N/O dry closure contact)
: Door to master: 2-cond., PVC jacket with PE (polyethylene) 
insulated conductor. 

  Master to sub: 4-cond., PVC jacket with PE (polyethylene) 
insulated conductor.

: Master/sub to door: 50m (Ø0.65mm) 100m (Ø1.0mm)
  Master to IER-2: 75m (Ø0.65mm) 150m (Ø1.0mm)

The image on the monitor is simulated.

Hands-free communication is activated by automatic voice switching circuitry, which may cause intermittent audio by the environmental noise level of either inside stations.

Distributed by :

JK(E)1208A

http://www.aiphone.com/

Printed in Japan (E)
MC51038AYZAll rights reserved. All statements valid at time of printing. The design and specifications are subject to change without notice for improvement.

ISO 9001 ISO 14001

Deming Medal

Deming Prize

ISO 9001 Certified
JQA-0291

ISO 14001 Certified
JQA-EM0453

Headquarters section
Toyota Factory

Taiho Site

AIPHONE CO., LTD.

AIPHONE CO., LTD.
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AC-10S

AC-10F

approx. 70cm

approx. 85cm

  JK-1MED / JK-1MD : Four-conductors Monitor to Monitor Wiring
  Recommended: 2-conductor, PVC jacket with PE (polyethylene) insulated conductor. 
  Never use individual conductors, twisted pair cable or coaxial cable.

approx. 85cm




